
Venue Technical Specifications

300 Seat Auditorium

Projectors: 35/70mm Cinemacanica Victoria 8 dual gauge, Christie Platter
     

NEC Digital NC3240s 4k Res 4096 x 2160

Sound Processor: Dolby CP650 

Media Adaptor: Dolby DMA8 plus

Server: Dolby IMS 3000 (369049) 

Screen Sizes: 2:35 21ft x 10ft
1:85 16ft x 10ft
1:66 21ft x 11.5ft

Digital Playback: DCP, BLURAY/DVD, HDMI in

Satellite System: Icecrypt STC 6000 HD PVR 

Speakers: JBL

Projector Throw: 35ft

PA System: Peavey XR8600 (8 inputs)
Cable Mics — 2 x Samsung Q7 — 5 x Shure SM58 
Cordless Mics — 4 x Sennheiser

Stage Dimensions: 16ft x 6ft2 inches

Power: Numerous 13 amp sockets within the auditorium.
32 Amp 3 Phase located stage left. 
5 pin male required to connect to

Stage Lighting: Stage Spot, Stage side, high level floods with gels, mirror ball 
& disco lights x3

Seating capacity: 300 Seats



Venue Technical Specifications.

104 Seat Auditorium

Projectors: 35mm Kinoton FP30D Kinoton Platter
NEC Digital NC1200C 2k Res 2048x1080 

Sound Processor: Dolby CP650

Media Adaptor: Dolby DMA8 plus

Server: Dolby IMS 3000 (369072) 

Screen Sizes: 2:35 18ft 10in. x 7ft 6in
1:85 14ft 8in. x 7ft 6in
1:66

Digital Playback: DCP, BLURAY/DVD, HDMI in 

Satellite System: Icecrypt STC 6000 HD PVR

Speakers: JBL

Projector Throw: 32ft

PA System: Peavey XR8600 (8 inputs)
Cable Mics — 2 x Samsung Q7 — 5 x Shure SM58 
Cordless Mics — 2 x Sennheiser

Power: Numerous 13 amp sockets within the auditorium.

Seating capacity: 104 Seats including one removable chair for possible 
wheelchair user (front row seat 1)


